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General information
1 General information
An additional mode 3 for the button assignment lets you sew with point 
position. The clamps will lower with less pressure, allowing for the fabric 
to be repositioned (if necessary). This makes it possible to correct the 
position of the buttonhole or re-sew or repair a faulty buttonhole.

The pressure regulator included in the kit is assembled to the underside of 
the machine and allows you to customize the point or intermediate position 
of the fabric clamp above the material. 

Components of the kit
Check whether the scope of delivery for kit 0581 590024 is correct prior to 
installation.

Part number Quantity Description

9790 101010 1 L-screw joint, swiveling

0570 001847 1 Blanking plug

B1300311.00 1 Extension

9710 400050 1 Compressed air regulator

0999 240404 1 GD plug-in connector

9731 005004 0.2 m Hose

9710 041005 1 Throttle check valve

9792 003020 2 Double nipple

0791 581718 EN 1 Additional Instructions
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Conversion / Assembly
2 Conversion / Assembly

2.1 Disassembling parts
To disassemble the parts no longer needed:

Fig. 1: Disassembling parts (1)

1. Pull off the hose (1) of the solenoid valve Y7 ( p. 9). 

Fig. 2: Disassembling parts (2)

2. Disassemble the plug connection (2).

(1) - Hose

(2) - Plug connection

①

②
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Conversion / Assembly
2.2 Assembling the pressure gage
To assemble the pressure gage:

Fig. 3: Assembling the pressure gage (1)

1. Assemble the pressure gage (1) using the nut (2). 

Fig. 4: Assembling the pressure gage (2)

2. Connect the hose (4) of the solenoid valve Y7 ( p. 9) with the plug 
connection (3) of the pressure gage.

3. Activate the new push button function Point position in the user 
configuration ( p. 8).

(1) - Pressure gage (2) - Nut

(3) - Plug connection (4) - Hose

① ②

③

④
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Conversion / Assembly
Fig. 5: Assembling the pressure gage (3)

4. Use the pressure regulator (5) to adjust the point position of the fabric 
clamp above the material to your individual requirements. 

(5) - Pressure regulator

⑤
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Conversion / Assembly
To sew with the point position:

1. Press button 1. 
 The clamps lower with reduced pressure, allowing you to slightly

correct / reposition the sewing material under the clamp:

Fig. 6: Assembling the pressure gage (4)

2. Optional:
Press the button 1 again. 

 The clamps lower with full pressure.
3. To start the sewing process, press the button 2 or press the pedal 

to position 2.
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Conversion / Assembly
2.3 Software settings
To activate the button function Point position:

1. Press the F button. 
2. Enter the password 2548. 
3. Press the  button.
4. Select the menu item User config. 
5. Press the  button.

6. Press the  button so that Buttons is highlighted on the display.

7. Press the  button.

8. Press the  button so that 3 is highlighted on the display.

Fig. 7: Software settings

9. Press the  button.
10. To exit the service menu, press ESC. 
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Appendix
3 Appendix
Fig. 8: Pneumatic diagram 
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DÜRKOPP ADLER GmbH
Potsdamer Str. 190
33719 Bielefeld
Germany
Phone: +49 (0) 521 925 00
Email: service@duerkopp-adler.com
www.duerkopp-adler.com
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